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CONSTRUCTION DETAILS

SIGNS,

LUMINAIRE. (NOTE: INSTALL 1-3"

MAST ARM POLE WITH 50 FT.
VIDED DETECTION CAMERAS AND 10 FT LIGHTING ARM WITH 250W HPS
(SCHEDULE 80).
. USE EXISTING METERED SERVICE PEDESTAL

. REMOVE EXISTING CABINET AND ALL ASSOCIATED EQUIPMENT
. INSTALL SIZE & BASE MOUNTED CABINET AND CONTROLLER WITH ALL NECESSARY

GRASS

MAST ARM., SIGNAL
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ESUIPMENT.(NDTE: INSTALL 2-2" AND 2-4" (SCHEDULE 80), 90 D

BEND )

. INSTALL HANDHOLE

« INSTALL 2 IN. PVC (SCHEDULE 80) ELECTRICAL CONDUIT - TRENC

. INSTALL 3 IN. PVC (SCHEDULE 80) ELECTRICAL CONRUIT - TRENC
INSTALL 4 [IN. PVC (SCHEDULE 80) ELECTRICAL CUNDUIT - TRENC

. INSTALL 4 IN. PVC (SCHEDULE 80) ELECTRICAL CONDUIT - BORED

. CAP AND ABANDON EXISTING CONDUIT.
. REMOVE EXISTING HANDHOLE

. REMOVE EXISTING STRAIN POLE AND ALL ASSOCIATED EQUIPMENT
. ABANDON EXISTING LOOP DETECTORS AND REMOVE ALL ASSOCIATED
. INSTALL GRQOUND MOUNTED SIGN ON 4“x6” wOOD SUPPQORT

. INSTALL GROUND MOUNTED SIGN ON 4"x4” wQQD SUPPORT

. USE EXISTING UTILITY POLE.
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VIDEO CAMERA LOCATICGN / ALIGNING SHALL BE COORDINATED WITH
THE SHA ENGINEER. :
THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABINET
LOCATIONS PRIGR TO INSTALLATION. '

ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE
PROFPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE NEW
SIGNAL.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL

SIGNAL CABLE TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL
EACH CABLE.

THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR

TO INSTALLING PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY
CONFLICTS SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE
FROJECT ENGINEER. :

ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE

FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS. HIGHEST
ROADWAY PROFILE GRADE FOR OPEN SECTIONS. TQ MEET CLEARANCES

AS SPECIFIED IN MD 816.03. MD 818.01, MD 818.02, MD 818.04.
THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE
INSTALLATION OF ALL SIGNAL EQUIPMENT.

ALL CONDUIT ENDING AT A UTILITY POLE
SHALL BE STUBBED QUT ONE (1) FOOT ABQVE
GROUND . ,

THE CONTRACTOR SHALL REMOVE SIDEWALK/
CONCRETE. INSTALL SIGNAL EQUIPMENT AND
TRENCHED CONDUIT AND REPLACE SIDEWALK/
CONCRETE FOR SIGNAL EQUIPMENT IN

STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

OFFICE OF TRAFFIC & SAFETY
TRAFFIC ENGINEERING DESIGN DIVISION

SIDEWALK/CONCRETE. MD 157 (MERRITT BLVD) AND
MD 157 (PENINSULA EXPYYMERRITT AVENUE
DUNDALK, MARYLAND
APPROVALS REVISIONS TRAFFIC SIGNAL PLAN
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100 South Charles Street
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